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* Range Personnel
« Range Safety

» Scoring Procedures
e Pit Commands




Please Read Your
Terminal Learning Objectives

And

Enabling Learning Objectives
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e Coaches
-There for assistance to the shooter
- Instruct on marksmanship

e Block NCO
- Assist coach for alibis
- Assist for troubled shooters
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 Line SNCO

- Assist Range Safety Officer
- Enforces range safety

- Monitors conduct of fire

e Tower NCO
- Assist Line SNCO
- Gives all commands
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 Range Safety Officer (RSO)

- Ensure range Is safe and efficient

- Final say In alibis

* Pit NCO

- Reports to RSO for the pit

- Responsible for pit operations and safety




* Pit Operator

- Follows commands from Pit NCO

- Responsible for lowering/raising of target
- Marks shot accordingly
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 Anyone can call CEASE FIRE
e Condition 1 only on firing line
« Abide by lateral limits

e Condition 4 if not on firing
line, unless snapping Iin
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 On CEASE FIRE immediately put weapon
on SAFE

* \When firing hearing protection worn
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(IN THE PIT)

 Noise at a minimum
e Fast orderly movements

o Stay within red limiting lines
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(IN THE PIT)

 Hands off weapons after initial stage
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e Shot Spotters
- Mark location of shot

- Two sided (Black & White)

- Sizes (3",5”, & 10”)
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e Pasters
- Used to cover shot holes

» Scoring Disk
- 1011 Red
- Used to mark score
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e Mark
- Shooter shot pull target down

* Disregard

e Re Disk
- At least 3 Sec In air

e Put target back in air
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« Count shot holes
- Given for specific target

 Excessive hits on target
- More than 10 shots

* Insufficient hits on target
- Fewer than 10 shots
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e Integrate Spotter
- White on black; black on white

o Straighten Target
- Align target in carriage
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e Slow
- Speed

e Target in Repalr
- Repair Is underway
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RANGE OPERATIONS
| o -
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